
ASSEMBLY INSTRUCTIONS FOR THE 81147  
COLLIDER-TOP DRYER 

 
1) Assemble the legs to the base of the Collider Dryer using  the 3/8 x 1” bolts (do not tighten).                                  

Next install the 18549 Leg Angle using the same 3/8 x 1” bolts this is to help stabilize the 
legs. Once all the bolts are in place, tighten all the bolts for the legs. 

2) Assemble corner uprights 1 and 2, 3 and 4, 5 and 6,  6 and 7 together using the 5/16 x ¾ 
bolts. Identifying numbers are located on the bottom inside of each upright 

3) Also using the 5/16 x ¾  bolts assemble corners to base leaving nuts locked on bolts but not 
tightened. Bolt corner uprights 2 and 3 and the two number 6 corner uprights, again leaving 
the fasteners loose. 

4) Insert the Bottom Collider Scroll assemblies into the Dryer from the side. Fasten the scroll 
sides to the corner uprights using the 3/8 x ¾ bolts. Next use the 5/16 x ¾ bolts to attach the 
scrolls to the ends of the dryer with the bolts going to the outside(nuts on the outside) of the 
dryer. 

5) Insert one half of the top Collider scroll assembly into the Dryer and attach the sides of the 
scroll to the Dryer using two 3/8 x ¾ bolts, but before attaching set the distance between the 
top and bottom Collider Scrolls as suggested by the Factory. Refer to “Projected pipe sizes 
and air flows” design sheet for outlet dimensions. Rotate the first top scroll out of the way to 
give maximum clearance for installation of the second half  of the Top Collider Scroll. Install 
the second half using the same method as the first. Rotate both pieces together and fasten 
together using the 5/16 x ¾ bolts. 

6) Install Center Uprights using the 5/16 x ¾ bolts also leaving the nuts loose. 

7) Install the Collider Top Cap using the 5/16 x ¾ bolts. 

8) Install the Top Slide using the 5/16 ¾ bolts. 

9) Tighten all bolts. 

10) Assemble the Skimmer to the outlet of the Discharge Spout. Tighten the bolts. Provide 
supports from the floor to the discharge flange of the Skimmer before installing splitters, 
transitions and piping. 

11) Install windows on the Collider Top Dryer and Skimmer. Rubber edging on the windows is 
sufficient for sealing. 

12) Apply the included silicone caulking to the OUTSIDE of each seam. As the Collider Dryer 
gets hot during operation and operates under negative pressure, this caulking will be sucked 
into the seams when the Collider Dryer is first run forming a tight seal. 

13) If the above instructions are not clear or additional information is required, please call us 
before you go further! Our number is 800-862-9966. 
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