EXTERNAL ELECTRICAL CONNECTIONS FOR CA13925D

81670A SENSOR FOR HOT BOX III 09/14
FOR INCOMING SEED COTTON MOISTURE
USED WITH MOISTURE MIRROR UNITS

16400, 17400B OR 20000, REMOTE CONTROLS USED ON HEATER

REMOTE CONTROL MODELS PRIOR TO 1400 SERIES
FOR FIRST STAGE
HEATEF\;|< " * UDC—2500 TERMINALS (DO NOT USE 250 OHM RESISTOR)

* FOR UDC—-3300 CONTROLS USE TERMINAL 23 INSTEAD OF 22
BRIDGE 23 & 24 WITH A 250 OHM RESISTOR
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- — - (M) FOUR 18 GAUGE WIRES (SEE NOTE)
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MOISTURE MIRROR MAIN CABINET

CONNECTIONS SHOWN ARE FOR
81670A SENSOR FOR HOT BOX Il ONLY.
THE MOISTURE MIRROR REQUIRES
ADDITIONAL CONNECTIONS, SEE CA13910E OR CA13911E

81670A SENSOR
ELECTRODES

81670A SENSOR
LOCATED ON
COTTON INLET GATE OF HOT BOX Il

NOTE: SENSITIVE WIRES, DO NOT RUN WITH
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